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STABILIZED CONSTRUCTION ENTRANCE PLAN

L Filtar fabric shall most the requiremmnts of matecial specifioation
592 GEOTEXTILE, Tnble L or 2,Class , or  and §hdfl beIilaced
over the cleared area prior to the placing of rock.

Efpaction.
3. Any drainage fasilities required because of wasking eball b
to

Bccording
4.1 wosh racks sre used they shall be instelled according to the
‘manufacturer’s specifications,
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FED. ROAD DIST. NO. EILLINOIS FED. AID PROJECT

PROJECT NO. BROS-D0O01(641)

CONTRACT NO. 63080

STABILIZED CONSTRUCTION ENTRANCE PLAN

PIPE OUTLET TO FLAT AREA

SILT FENCE

SECTION A-A

Pipa Outlet To Flat Aroa o)
No Well-defined Channel -~
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NOTES:

following gradation: .
8. The riprap shall be placed according to construction specification
€1 LOOSE ROCK RIPRAP. The rock may be squipmient plased.
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FABRIC ANCHOR DETAIL

Temporexy sedimant fonce shall bs installed pricr to any grading work
in the area to be protecied. They shall bs misintained throughous the
construction pericd and removed in comjunction with the final grading

2. Piiter fabric shell mest the requirements of material

epecifiostion.
583 Qootaxtile Table 1 or 2,Clam  with uguivalei® opeaing siss of
ot lanst 30 for nomwoves and 50 fic woven.

3. Fence posts shall be sither standard steot port or wood post with &

mintmum cross-sectional ares of 2.0 8q. in.
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STABILIZED CONSTRUCTION ENTRANCE PLAN
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ATTACHING TWO SILT FENCES

NOTES:
1. Place the eud post of the second femes fuside the wnd post of the first fonce.
2. Rotats both posts af least 180 degrees in a clockwise direction

‘material
3. Drive both posts a minimum of 18 inches into the ground and bury the flap.
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Poste = = . Wiltar Fabric

o ereste a tight seal with the fabric

oo Wo.N0,

IL-620(W)
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WIDTH (MAX)=9"+0D+9", WHEN TRENCH<5 FT.

WIDTH (MAX)=18"+0D+18”,WHEN TRENCH> =5 FT.
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PLAN VIEW
EXPANSION JOINTS —7

Y , 1/ EXPANSION
— PORTLAND CEMENT MATERIAL
CONC!TETE SIDEWALK —
|
| | MIN. 10" FOR ONE-CAR DRIVEWAYS
' \ MIN. 18° FOR TWO-CAR DRIVEWAYS
/o EXPANSION .
VATERIAL - >(jg{uNTTRSACTION N
[ MIN. 16" FOR ONE CAR DRIVEW\A§
N. 24’ FOR TWD-CAR DRIVEWA}%
_.__..._.__L_\_ ________________ S S E— .
\. DEPRESSED CUR/ ] 18" TRANSITION
AND GUTTER
NOTES: ¥
I.CONTRACTION JOINT DEPTH SHALL BE 1'/4” MINIMUM ~
2.CONTRACTION JOINTS SHALL DIVIDE THE APRON INTO SLABS
APPROXIMATELY SQUARE WITH NO SIDE LONGER THAN 8°.

Y
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CONCRETE CURB & GUTTER

67 MAX., SLOPE TYPE B-6.12 DEPRESSED

6’ P.C.C. SIDEWALK ON 4" COMPACTED CA-6 AGGREGATE RESIDENTIAL
8" P.C.C. SIDEWALK ON 4" COMPACTZD CA-6 AGGREGATE COMMERCIAL

SIDE VIEW

XO CURB HEIGHT

107 2’ 6’

CURB AND GUTTER TRANSITION

\ww 6’ CURB HEIGHT
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TRENCH BACKFILL DETAIL

REVISIONS CITY OF AURORA

NAME DATE

@MT

CONSULTH

CRAWFORD MURPHY & TILLY, INC.

ENGINEERS
SPRINGFIELD, IL l AURORA, IL. 8 ST. LOUIS, MO

SCALE: 1= 20’

DATE: SEPTEMBER 2008
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